Miscellaneous Silver Hawk Ex Setup Information
Fittings:

Inlet Fitting - Fuel Line to Servo; Standard #6 (9/16 X 18 straight thread)


Outlet Fitting- Servo to Flow Divider; Standard # 4 (7/16 X 20 straight thread)

Un-metered pressure port; (on top of fuel inlet screen); STD # 4 restricted fitting
Flow Divider Fittings, Lycoming:
Straight, STD-148 (Nipple)
45 degree, AN791-2

90 degree, STD-2166

Restricted 45 degree, 02A21377

Restricted straight, 02G21446

Levers:

Silver Hawk EX systems are shipped with certain throttle and mixture levers. If a different lever is needed, there are a couple of options of levers available for purchase. Call Product Support for assistance.
O-Rings:




Inlet Fitting

Inlet Filter


EX-5VA1


951789

953541-10



EX-10VA1,(300 H.P.)
951790

951392

Servo to Air-box Bolts:

MS20074-04-06, ¾” length –Genuine A/C Hardware, Or.


www.gen-aircraft-hardware.com/store.asp
NOTE:
If you have purchased the Silver Hawk EX, a maintenance and troubleshooting CD ROM is available upon request. Contact Alan Jesmer for details @ 360-651-8282.
